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LOCATE AT ALL NON-SPLICE
MOUNTING POINTS

GALVANIZED STEEL PLATE
1% x 3 x Yo AT ALL
POST MOUNTING BOLTS
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END VIEW ] SEAL PERIMETER OF BASE OF POST TO
%' CALVANIZED ANCHOR BOLTS AND MEDIAN WITH TWO COMPOMENT NON-STAINING
SELF ORILLING EXPANSION SHELLS GRAY SEALING COMPOUND WITH POLYSUI FIDE
OR MULTI UNIT TYPE ANCHORS LIQUID" POLYMERS - GUN CRADE WIlH PRIMER

1" MOLES THRU BASE PLATE

NOTE:
DIAMOKD TIPPED DRILL SHALL BE USED 10 NOTE:
DRILL THRU REINFORCEMENT BARS
POSTS SHALL BE HOT DIPPED GALVANIZED AFTER
. FABRICATION IN ACCORDANCE WITH ASTM DESIGNATIONS
11 A-123 AND A-385.

e By e TWO PERCENT (27) GF ALL ANCHOR BOLTS SHALL BE
TEST LOADED IN PLACE. MIN. TEST LOAD = 8 KIPS.

|
o ALL BOLTS, NUTS AND WASHERS SHALL BE GALVANIZED
o) T D IN ACCORDAMCE WITH ASTM DESIGNATION A-153,
. ﬂ’ - FOR.MATERIAL COMPOSITION OF PREFABRICATED PAD,
; . ' SEE SRTICLE 54.9(F), (BEARING AND ANCHORAGE),
OF THE STANDARD SPECIFICATIONS

(?)-u\_\ @ . PROVIDE, 1-V/g" AND 2-%¢" GALVANIZED STEEL SHIMS
, . FOR 25% OF THE POSTS,

F‘/(' :ﬁl {F ONE- ANCHOR BOLT FAILS DURING TEST, TWO

- OTHER ANCHOR BOLTS SHALL BE TESIED. TESTING ILLINOIS DEPARTMENT OF TRANSPORTATION
s EQUIPMENT. CAN BE OBTAINED FROM BCLT
A V COMPANIES,
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